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Questions:

1. Continental “Con-Stab” fittings create their seal on the ____________ of the pipe.
a.  Outside
b.  Inside
c.  Upside
d.  Down

2. Continental “Con-Stab” fittings can be used with  ____________ pipe.
a.  Yellow Polyethylene (2406) Pipe
b.  Yellow CSST (Corrugated Stainless Steel Pipe)
c.  PVC
d.  Steel

3. What is the most important spec to know when using Yellow Polyethylene Pipe (2406)?
a.  Resin Number
b.  Pipe Size & SDR
c.  Manufacture Date
d.  None of the above

4. True or False: Continental fittings are the same as “Perfection” fittings?
a.  True
b.  False

5. True or False: You can use a 1" CTS Chamfer tool on 1" IPS Poly Pipe
a.  True
b.  False

6. Anodeless risers are ______________ resistant.
a.  Scratch
b.  Corrosion
c.  Insect
d.  Gas

7. True or False:  Continental “Con-Stab” fittings have a “release” function.
a.  True
b.  False

8. You can use the following to chamfer your pipe in preparation to use a Continental “Con- Stab” fitting:
a.  A Continental Chamfer Tool
b.  A deburring tool
c.  Sandpaper
d.  A pocketknife
e.  All of the above

9. In order to be code-compliant, what must be used when burying plastic gas pipe?
a.  Grounding rods
b.  Tracer wire and burial Tape
c.  Chalk line
d.  None of the above

10. True or False: Continental fittings are IAPMO, DOT, & CSA approved
a.  True
b.  False


